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GORMAN MACHINE
7 BURKE DRIVE
BROCKTON MA 02301
TEL: 508-588-2900
FAX: 508-588-9560

DEREELERS:

Part #

AD430
AD705
AD706
AD707
AD709
AD710
AD711
AD712
AD713
AD714
AD715
AD716
AD719
AD723
AD726
AD727
RD720
RD721
RD722

BEARINGS:
BB165
BB166
BB169
BB916
BB917
STW124
STW128

BELTS:
B041R
B110X
B255L5

CHUCKS:
RCHI12
RCHS58
RCH60

COUNTERS
STW210S

PARTS FOR THE STAR WINDER

Description

Eyelet With Shank
Dereeler Cones
Extension Arms
Dereeler Assembly Top

Felt 4” Round

Felt 1/8” Round

Clamp With Felt

Felt For Clamp (1/2° X 9/16” X 1-5/8”)
“0O” Ring (Rubber-Heavy)

Spring — Heavy Tension

Spring — Light Tension
Pigtail

Pulley — Plastic Wire Tension
Knurled Lock Nuts

Black Aluminum Washer Disk
Bottom Plate

Single Wire Dereeler on Adjustable Mount
Double Wire Dereeler on Adjustable Mount
Four Wire Dereeler on Adjustable Mount

V-bearing on Traverse and Wire guide ---------

Spindle Bearing (2)

Traverse Linear Bearing
Tailstock Bearing

Oilite Bronze

Ball Bearing & Nut Assembly
Bushing Ball & Retainer Assembly

Motor to Spindle (Flat)
Step Motor Drive Belt

Motor to Spindle (Timing Belt)

1/2” Jacobs Chuck for 1/2” Spindle
1/2” Jacobs Chuck for 5/8” Spindle

Ref#
EG430

2-136
9A-11B
8A-11A
5A2 or 92-6
DWG9002

FS270

203KDD, 62032RS
Super 8
202KDDG,6202Z
FB1214

Thompson

GGO41R
110XL037
255L050

6” Clamping Face Plate with 60 Degree Center Point

CNC 210-S

2108
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ELECTRICAL

Part #
AE326
AE318
TS703
AE315
STWI118
STW136
RE389
STW142
STW143
STW144
AE391
STW145
STWI116
XE405
STW132
STW137

PULLEYS:

RPOO
RPO1
RP45
RP46
RP57
RP58

MOTORS:
MB2
STWI15
STW220
STWI117

RELAYS:
NR409

Description
Brake Resistor (20hm 20w)

Foot Switch Receptacle

Clipper Foot Switch
Replacement Cable w/connector
Home Sensor Board

Turn Counter Board

3 Pin Male Plug

3 Pin Female Plug

6 Pin Male Plug
6 Pin Female Plug

12 Pin Male Plug

12 Pin Female Plug
Home Sensor Clip
Electric Brake
Counter Board Main Block
Pick Up Counter Disc

Star Winder Page 2

Ref#
B20J2RO
91PC6F
632-S

Home-SR

CNTB-03C
P-303-CTT
S-303-CTT
P-306-CCT
S-306-CCT
P-312-CCT
S-312-CCT

Gil Metal Fab

Spindle Pulley - Small (1.275” & 1.850” Dia.)
Spindle Pulley — Large (1.850” & 2.375” Dia.)
Timing Belt/Pulley Combination

Flat Belt Double Pulley Combination

Step Motor Pulley 32AXL037

Pulley Traverse Ball Screw Assembly -------- 20XLB037
Motor Brushed (set) Medium 24A181Z037 & 2057
Permanent Magnet DC Motor 115V ------------ 24A18172037
Permanent Magnet DC Motor 220V ------------ 24A18172057
Stepping Motor 103H-0441

K-I Dynamic Brake Relay KUP11D11-24




SWITCHES:

Part #
BS780
AS751
RS786
RS787

TRAVERSE
STW106
STW107
STW108
STW109
STWI10
STWI11
STWI112
STWI113
STWI130
STW101
STWI119
STWI120
STWI121
STW122
STW123
STWI125
STWI126
STW127
STW129
STW131

Description

Start Switch (Front Panel)

Stop Switch (Front Panel)
Rest Switch (Front Panel)

Brake Switch (Front Panel)

Bar Collar
Wire Guide Traverse Plate

Wire Guide Main Block

Traverse Bar For Wire Guide
Outer Bar Support Base

Outer Traverse Bar Support Block
Shaft For Manual Traverse Knob
Manual Traverse Knob

Traverse Shaft

Traverse Housing

Right Main Support Block

Left Support Block For Traverse Shaft
Ball Screw Locking Collar

Top Ball Screw Support Bar

Left Main Support Block

Support Block For Bearing & Nut Assembly
Connection Bar To Ball Nut Assembly
Traverse Main Bracket

Guide Rail Plate

Right Support Block For Traverse Shaft
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Ref#

35-3 Black
MPGI106F Red
MPG106F Black
MTG106D

Lee Controls
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TAILSTOCK:

Part # Descrpition Ref #
RTS907 Extra Length Tailstock Bars

RTS914 Tailstock Assembly with High-Speed Bearing
RTS915 Inserts

RTS917 Handle

RTS918 Spring (Tension)

RTS920 Unfinished Insert 1 Dia X 1-1/3” Long
RTS921 Insert with 60 Degree Point

RTS922 Insert (Flat 1-3/8”)

RTS923 Tailstock Outer Mount

RTS924 Tailstock Bar Mount

MISCELLANEOUS:

AMIS59%4 Dust Cover

RM120 Spindle Shaft 1/2:”

RM121 Spindle Housing

RM122 Spindle Housing Spring Washers (2)

RM123 Spindle Housing Flat Washers

RM128 “0O” Ring for Traverse 2-211
RM129 Motor Tension Spring Handle

RM131 Plastic shield (Standard Equitment 6 /2 X 9” Long)
RM132 Standard Type Wire Guide Assembly

RM134 Felts for finger Type Wire Guide

RM136 Spindle Shaft 5/8”

RM138 Spindle Assembly Complete With }4” Shaft
RM139 Front Panel

RM140 Locking Collar Hand Wheel

RM141 Spindle Assembly Complete with 5/8” Shaft
STW100 Wood Platform Base

STW102 Counter Tray

STW103 Eye Shield Support Block

STW104 Eye Shield Bar

STW105 Eye Shield Bar

STW114 Drive Belt Tension Block

STW133 Tension Spring For Belt Motor

STW134 Spring Tension Bracket

STWI135 Motor Mount Bracket

STWI138 Bracket For Count Board

STW139 Door Hinge

STW140 Side Door






NO LOAD SPINDLE RPM

,,,,,,,,,,, POWER 128 = POWER
,,,,,,,, L N N 5 < LILL
HS 10,0002-1 6,0001-1 3,300 12 TIMING BELT HS

14 600 300 190 120 14

10 110 70 50 30 10

USE ABOVE WITH FORMULA PITCH X RPM 1500 OR LESS
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EEEE GORMAN EBEEEES
GENERAL SPECIFICATIONS

WIRE SIZES (PITCH): 12 AWG (2MM) TO THE FINEST
BOBBIN DIAMETER, MAXIMUM: CLEARANCE RADIUS OF UPTO 5” OR 125MM
MAXIMUM TRAVERSE LENGTH: ZERO TO 5 3/8 (133MM)

SPINDLE END TO CLOSED TAIL STOCK: 12” WITH STANDARD 31” BARS, CAN BE EXTENDED

TAILSTOCK: RUGGED BALL BEARING TAILSTOCK
WITH CHANGEABLE OF 2 OR 3 INCHES
CLOSING DISTANCE

WINDING SPEEDS: 4 DRIVING BELT COMBINATIONS
WITH SPEEDS TO 10,000 RPM

MOTOR: SCR CONTROLLED % HP PERMANENT
MAGNET DC MOTOR.

MOTOR START: PUSH BUTTON ON PANEL, OR FOOT PEDAL
START AND STOP

COUNTER: CNC CONTROLLER WITH MULTI PRESET

BRAKING: ELECTRIC OR DYNAMIC BRAKING FOR
ACCURATE STOPPING

STOPPING ACCURACY: REPEATABILITY OF 1/10TH OF ONE TURN

EMERGENCY STOP: BUTTON ON PANEL, OR BY FOOT PEDAL
RELEASE

SAFETY FEATURES: ADJUSTABLE EYE SHIELD FOR OPERATOR
SAFETY

TRAVERSE SPEED: MOTION FROM .0004” TO .100” PER SPINDLE
REVOLUTION

TRAVERSE MOTION: PRECISION CIRCULATING BALL BEARING
NUT AND SCREW DRIVE

POWER SUPPLY: CHOICE OF 115 OR 230 VAC 50 OR 60 CYCLE

DIMENSIONS: 20” DEEP - 35” WIDE - 19” HIGH WITHOUT
DEREELER

BENCH WEIGHT: 110 POUNDS

SHIPPING WEIGHT: 160 POUNDS



